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(2) Any person transported when aid
is being rendered in case of an accident
or other emergency;

(3) An attendant delegated to care for
livestock.

(b) This section shall not apply to the
operation of commercial motor vehi-
cles controlled and operated by any
farmer and used in the transportation
of agricultural commodities or prod-
ucts thereof from his/her farm or in the
transportation of supplies to his/her
farm.

[60 FR 38747, July 28, 1995]

§ 392.61 [Reserved]

§ 392.62 Safe operation, buses.

No person shall drive a bus and a
motor carrier shall not require or per-
mit a person to drive a bus unless—

(a) All standees on the bus are rear-
ward of the standee line or other means
prescribed in § 393.90 of this subchapter;

(b) All aisle seats in the bus conform
to the requirements of § 393.91 of this
subchapter; and

(c) Baggage or freight on the bus is
stowed and secured in a manner which
assures—

(1) Unrestricted freedom of move-
ment to the driver and his proper oper-
ation of the bus;

(2) Unobstructed access to all exits
by any occupant of the bus; and

(3) Protection of occupants of the bus
against injury resulting from the fall-
ing or displacement of articles trans-
ported in the bus.

[63 FR 33278, June 18, 1998]

§ 392.63 Towing or pushing loaded
buses.

No disabled bus with passengers
aboard shall be towed or pushed; nor
shall any person use or permit to be
used a bus with passengers aboard for
the purpose of towing or pushing any
disabled motor vehicle, except in such
circumstances where the hazard to pas-
sengers would be increased by observ-
ance of the foregoing provisions of this
section, and then only in traveling to
the nearest point where the safety of
the passengers is assured.

[33 FR 19732, Dec. 25, 1968, as amended at 60
FR 38747, July 28, 1995]

§ 392.64 Riding within closed commer-
cial motor vehicles without proper
exits.

No person shall ride within the closed
body of any commercial motor vehicle
unless there are means on the inside
thereof of obtaining exit. Said means
shall be in such condition as to permit
ready operation by the occupant.

[33 FR 19732, Dec. 25, 1968, as amended at 60
FR 38747, July 28, 1995]

§ 392.65 [Reserved]

§ 392.66 Carbon monoxide; use of com-
mercial motor vehicle when de-
tected.

(a) No person shall dispatch or drive
any commercial motor vehicle or per-
mit any passengers thereon, when the
following conditions are known to
exist, until such conditions have been
remedied or repaired:

(1) Where an occupant has been af-
fected by carbon monoxide;

(2) Where carbon monoxide has been
detected in the interior of the commer-
cial motor vehicle;

(3) When a mechanical condition of
the commercial motor vehicle is dis-
covered which would be likely to
produce a hazard to the occupants by
reason of carbon monoxide.

(b) [Reserved]

[60 FR 38747, July 28, 1995]

§ 392.67 Heater, flame-producing; on
commercial motor vehicle in mo-
tion.

No open flame heater used in the
loading or unloading of the commodity
transported shall be in operation while
the commercial motor vehicle is in mo-
tion.

[33 FR 19732, Dec. 25, 1968, as amended at 60
FR 38747, July 28, 1995]

§§ 392.68–392.69 [Reserved]

§ 392.71 Radar detectors; use and/or
possession.

(a) No driver shall use a radar detec-
tor in a commercial motor vehicle, or
operate a commercial motor vehicle
that is equipped with or contains any
radar detector.
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(b) No motor carrier shall require or
permit a driver to violate paragraph (a)
of this section.

[58 FR 67375, Dec. 21, 1993]

PART 393—PARTS AND ACCES-
SORIES NECESSARY FOR SAFE
OPERATION

Subpart A—General

Sec.
393.1 Scope of the rules of this part.
393.3 Additional equipment and accessories.
393.5 Definitions.
393.7 Matter incorporated by reference.

Subpart B—Lighting Devices, Reflectors,
and Electrical Equipment

393.9 Lamps operable.
393.11 Lighting devices and reflectors.
393.13 Retroreflective sheeting and reflex

reflectors, requirements for semitrailers
and trailers manufactured before Decem-
ber 1, 1993.

393.17 Lamps and reflectors—combinations
in driveaway-towaway operation.

393.19 Requirements for turn signaling sys-
tems.

393.20 Clearance lamps to indicate extreme
width and height.

393.22 Combination of lighting devices and
reflectors.

393.23 Lighting devices to be electric.
393.24 Requirements for head lamps and

auxiliary road lighting lamps.
393.25 Requirements for lamps other than

head lamps.
393.26 Requirements for reflectors.
393.27 Wiring specifications.
393.28 Wiring to be protected.
393.29 Grounds.
393.30 Battery installation.
393.31 Overload protective devices.
393.32 Detachable electrical connections.
393.33 Wiring, installation.

Subpart C—Brakes

393.40 Required brake systems.
393.41 Parking brake system.
393.42 Brakes required on all wheels.
393.43 Breakaway and emergency braking.
393.44 Front brake lines, protection.
393.45 Brake tubing and hose, adequacy.
393.46 Brake tubing and hose connections.
393.47 Brake lining.
393.48 Brakes to be operative.
393.49 Single valve to operate all brakes.
393.50 Reservoirs required.
393.51 Warning devices and gauges.
393.52 Brake performance.
393.53 Automatic brake adjusters and brake

adjustment indicators.

393.55 Antilock brake systems.

Subpart D—Glazing and Window
Construction

393.60 Glazing in specified openings.
393.61 Window construction.
393.62 Window obstructions.
393.63 Windows, markings.

Subpart E—Fuel Systems

393.65 All fuel systems.
393.67 Liquid fuel tanks.
393.69 Liquefied petroleum gas systems.

Subpart F—Coupling Devices and Towing
Methods

393.70 Coupling devices and towing methods,
except for driveaway-towaway oper-
ations.

393.71 Coupling devices and towing methods,
driveaway-towaway operations.

Subpart G—Miscellaneous Parts and
Accessories

393.75 Tires.
393.76 Sleeper berths.
393.77 Heaters.
393.78 Windshield wipers.
393.79 Defrosting device.
393.80 Rear-vision mirrors.
393.81 Horn.
393.82 Speedometer.
393.83 Exhaust systems.
393.84 Floors.
393.85 [Reserved]
393.86 Rear impact guards and rear end pro-

tection.
393.87 Flags on projecting loads.
393.88 Television receivers.
393.89 Buses, driveshaft protection.
393.90 Buses, standee line or bar.
393.91 Buses, aisle seats prohibited.
393.92 Buses, marking emergency doors.
393.93 Seats, seat belt assemblies, and seat

belt assembly anchorages.
393.94 Vehicle interior noise levels.

Subpart H—Emergency Equipment

393.95 Emergency equipment on all power
units.

Subpart I—Protection Against Shifting or
Falling Cargo

393.100 General rules for protection against
shifting or falling cargo.

393.102 Securement systems.
393.104 Blocking and bracing.
393.106 Front-end structure.
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